






Anti-ligature cameras  
The TNV-7010RC and TNV-8010C corner mount cameras were specifically designed for use in correctional 
facilities, mental health institutions, holding cells and other applications that require a secure and hardened 
camera installation. 

Wisenet X series PoE extender cameras
Each Wisenet X series PoE extender camera is equipped with a secondary network port, allowing you to power and 
connect an additional PoE or network device at distances of up to 260 feet away - saving you time and money on long 
cabling and installation runs traditionally associated with connecting additional devices to your network. Power and 
connectivity to the secondary network port can then be monitored and controlled in real time from the camera’s web 
user interface.

The world’s first 8k surveillance camera  
The TNB-9000’s 8k ultra high resolution easily replaces the need for several conventional cameras in a single location 
while capturing images in full detail.  Its compatibility with many Canon EF mount lenses makes it easy to capture wide 
fields of view from even greater distances.   

Solutions Built for Corrections |  6

  43.3mm full-frame CMOS Image Sensor

  Compatible with several Canon EF mount Lenses

  License-free AI based object detection and classification video analytics

  Efficient video streaming with H.265 with WiseStream II

 100/1000Mbps Network connectivity via RJ-45 & SFP slot for long
distance cable runs

  RS-485 for pan and tilt mount controls

  Simple Focus & MicroUSB port allows for easy and perfect 
 focus control remotely

  Max. 5MP resolution (TNV-8010C)

  Anti-ligature design deters individuals from reaching or attaching to the camera

  Tamper-resistant hardware securely mounts the camera to prevent removal 

  Invisible 940nm IR provides round-the-clock visibility without a visible glow (TNV-7010RC) 

  Two-way audio support allows remote interaction or recording of important audio evidence

  License-free intelligent video analytics including shock detection

  Built-in microphone (TNV-7010RC)

  Stainless steel body kit available (TNV-8010C)

  Ideal for elevators and other confined spaces (TNV-8010C)

  Designed to be mounted directly to a corner

  Available in 2MP or 5MP resolution

  Power and connect an additional PoE device

  Cost savings in running additional cabling for new devices

  Modular design for easy upgrade and maintenance

  License-free AI based object detection and classification video analytics

 100/1000Mbps Network connectivity via RJ-45 & SFP slot for long

Available Lenses and Accessories:

Outdoor Housing 
SHB-D-9000H

TNV-7010RCTNV-8010C

Anti-ligature Cameras

24mm f/1.4L II
SLA-C-E24 Canon EF USM Lens

50mm f/1.2L
SLA-C-E50 Canon EF USM Lens

70-200mm f/2.8L IS III
SLA-C-E70200 Canon EF USM Lens

24-70mm f/2.8L II
SLA-C-E2470 Canon EF USM Lens

85mm f/1.2L II
SLA-C-E85 Canon EF USM Lens

PoE Camera

Door Intercom

PoE Illuminator

Example PoE connections



Multi-directional + PTZ  
Our Multi-directional + PTZ camera is equipped with targeted 2MP or 5MP sensors and a single center-mounted 
2MP PTZ. The addition of the onboard PTZ camera allows operators to take advantage of Hanwha Techwin’s exclusive 
Advanced PTZ Handover and Smartzoom features.

Installation base with built-in
100/1000 SFP slot

4CH Multi-directional camera

2MP 32x PTZ camera

1 32 4

PTZ 5

Once Smartzoom is fully calibrated, users are able to operate the 
onboard 2MP PTZ camera by selecting any area visible within 
any of the four 2MP or 5MP sensors with the click of a button.

Smartzoom

Advanced PTZ Handover

The Advanced PTZ Handover is a quick and simple to program 
function that triggers camera presets and automatic target 
tracking based on detected events.
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PTZ 5

Easy to Use Innovation: Multi-sensor Camera Devices  
Hanwha Techwin multi-sensor/multi-directional and multi-sensor/panoramic cameras allow you to monitor wide-open 
areas without blind spots or hallways and intersections with a single device.  Cameras with replaceable lens modules 
allow you to customize the camera to meet your specific needs while PTRZ (Pan/Tilt/Rotate/Zoom) equipped devices 
can be adjusted remotely without physically accessing the unit.  All multi-sensor devices use a single network cable 
and IP address for quick installation and configuration and can be recorded using a single camera recording license for 
Wisenet WAVE VMS and most popular video management systems.

Solutions Built for Corrections |  8

  Eliminate the need for multi-camera installations

  Require only a single network cable and IP address for installation

  Record all sensors using a single camera recording license for popular VMS solutions

  PTRZ models reduce maintenance costs when camera readjustments are needed

  License-free onboard intelligent video analytics for each sensor

  Center Mode to remove blind spots below the camera

Center Mode
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Tamper detection - Detects when a camera’s 
direction is changed due to impact, sudden loss 
of focus, painting or blockage

Image stabilization - Cameras can detect 
shaking or vibration and digitally stabilize 
the image 

Fog detection - Cameras can detect the 
presence of fog or steam and automatically 
improve image quality

DIS with gyro sensor - An internal gyroscopic 
sensor is used to detect vibration in an image 
and work to stabilize the aff ected image

HLC - Low light feature that blocks sources of 
intense light such as vehicle headlights 
in order to maintain a clear image

PTZ handover - Strategically placed cameras 
can be used to trigger PTZ presets, patrol 
patterns, and target tracking based on 
detected events

Open platform - This policy allows 3rd party 
software and applications to run on the edge 
in parallel with normal camera operations, 
adding utility to your IP camera device beyond 
surveillance functions

Face detection - Identifi es key features 
of a human face and issues an alert when 
a face is present

Virtual line crossing detection - Objects 
crossing a designated virtual line can 
be detected

Loitering detection - Objects appearing 
and resting in a designated virtual zone will 
trigger an event

Intrusion detection - Triggers an event 
when movement is detected in a 
designated virtual zone

Appear/disappear - Detects the 
presence or loss of an item in a designated 
virtual zone

Enter/exit detection - Detection of 
objects entering or exiting a designated area

*Camera features and analytics vary by model

Intelligent Video & Audio AnalyticsCamera Features

Hanwha Techwin IP camera features and onboard
advanced video and audio analytics
Hanwha Techwin’s license-free intelligent video and audio analytics technology operates on the edge, alerting 
operators to abnormal activities in real time. This increase in situational awareness can help to prevent or minimize 
damage or harm during an event by prompting a rapid and efficient response.

Audio detection - Detects and identifi es the sound 
of explosions, gunshot, screams, and breaking glass

UL CAP certified cybersecurity
Hanwha Techwin security products offer the highest cybersecurity possible with unique certificates 
embedded into every device during each phase of the manufacturing process. This results in a 
cybersecurity policy that satisfies stringent UL CAP standards as well as our own requirements for product 
reliability and design innovation.
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Verified

Hanwha Techwin's private
device certificate Root CA

UL CAP, Secure by Default Certified

Secure Boot / Secure Firmware / 
Secure Open Platform App

Secure JTAG / 
UART

Secure Storage / 
Secure OS

Video Storage / 
Backup 
Encryption

WiseStream II + H.265 compression technology
Our proprietary compression technology, when used with the H.265 codec enables storage and 
bandwidth savings of up to 75% when compared to the use of H.264 video compression alone.

7168kbps 72kbps

WiseStream II onWiseStream II off 
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Hanwha Techwin America

500 Frank W. Burr Blvd. Suite 43 Teaneck, NJ 07666
Toll Free : +1.877.213.1222 
Direct : +1.201.325.6920
Fax : +1.201.373.0124
www.hanwhasecurity.com

For more information visit us at

HanwhaSecurity.com


