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What It does

A RPTO000 solves coverage problem

A Repeats LTE/UMTS/CDMA/GSM signals from
cell site to target locations for local coverage

A Enables the Mobile Network Operator to:

I Firm up coverage In fringe, low lying and limited
reception areas

I Selectively extend coverage

I Provide coverage where the cost of a base station
IS not justifiable



XPANDAgS

Case Studg 3G on 850 MHz &
4G LTE on 1700/2100 MHz

A New Mining Operation in Mexico without
adequate cell service

A 20 Km from the nearest Telcel tower

A Three sector design providing coverage to
plant, administrative officand living areas

A Use of Standard Repeaters to extend HSPA+
and LTE service In order to provide voice, SM!
and data to mobile devices around the mine
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Case Studg 3G & 4G LTE

Example of Single Repeater Links providing coverage to Mining Area

Cell Tower is located along a valley 20 Km to the south

Band 5 (CLR) at 850 MHz for 3G HSPA+

Band 4 (AWS) at 1700/2100 MHz for 4G LTE

Line of site with minimum clearance at 2 Km from cell tower

Requirement for 22 & 28Bihigh gain donor antennas at the top of a 45m tower
Telcel signal now available for voice, SMS and data

Too Joo T To o I
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Case Studg 3G & 4G LTE
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Case Studg 3G & 4G LTE

Example of Single Repeater Links providing coverage to Mining Area

Blue Sector; main plant, production and processiageas

Green Sectog administrative offices and security station

Red Areg living quarters, dining facilities artéutbolfield

2mo ¢ ®c Q anteMAasyaR4B& 44m height capture cell tower signal 20 Km away
1.2mo n Q areadillantennas at 6m height facing in the three directions

0.6mo H Q arearillantennas at 10m height facing in the same three directions

Too Joo T To o I
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Case Studg 3G & 4G LTE
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Case Studg 4G LTE on 850 MHz

A First Nations in Alberta, Canada

A Indian Reservations 50+ and 90+ Km from
nearest Telus and Rogers cell towers

A Remote areas 1000 Km north of Calgary
without any cell coverage for over 30 years

A Use of Standard and HybridbreRepeaters to
extend LTE service on 850 MHz In order to
provide voice, SMS and data to mobile device
throughout the communities
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Case Studg Phase |

FIRST NATIONS - PHASE |
John D'Or Praifie Community

Example of hybrid repeater link providing coverage to Indian Reservation

850 MHz Cell Towers are located 53 Km from the main donor tower (Master location)
[AYS 2F aA0GS 4G opnQ omMncY0 G6A0K HYZI K
5Kmofsingey2 RS FAONB 2LIWAO OlFlofS (2 W2Ky 5
MPpnQ 6npYL | NBI FAEE (2ASBWohglzda Ay3d o LIy
Telus and Rogers 4G LTE signal now available for voice, SMS and data

Too Too T To Do
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Case Studg Phase |
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FIRST NATIONS - PHASE |
John D'Or Prairie Community

Google Earth

From Pos: -11914676.611. 8011480.881 . . - —-—-—~ -t T = -~ -~ - — -~ ToPos: -11821039.293, 8049048.350

. =-=*7 "7 Minimum Cleatance: 23 0 mat 12889871747, 8021565175 T~

10 kem 20 km 30 km 40 km 53 km



XPANDA

Case Studyg Phase I

FIRST NATIONS - PHASE Il
Fox Lake Community

Example of dual repeater link deliverir@p dBm signal at remote reservation location

A Secondary Donor Tower is located 39 Km from the main donor tower (Master locatior
ATAYS 2F aAGS Id HpnQ O6T1TcYD BAGK HY KASZ
A TNBF FAEE KSAIKOG G mpnQ Adomepaded dza Ay 3 o
A Fox Lake community is 92 Km from cell tower

A Telus and Rogers 4G LTE signal now available for voice, SMS and data
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Case Studyg Phase I
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Case Studg Phase llI

FIRST NATIONS - PHASE Il
E

0ggy Mountain Logaing Area

Example of standard repeater Link providing coverage to logging area

Too Too T To Do

850 MHz Cell Towers are located 68 Km from the donor tower

[AYS 2F aA0S 4G wpnQ oO0T1TcYUO 6A0K
MPpnQ 6npYOL | NBI FTAff Adaiekaged o LIV
Area now covers 460 square Km along gravel roads on Foggy Mountain
Telus and Rogers 4G LTE signal now available for voice, SMS and data
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Case Studg Phase llI

FIRST NATIONS - PHASE IlI
Foggy Mountain Logging Area
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Case Studg Phases I, Il and Il

FIRST NATIONS - PHASES |, Il AND 11l
John DO gay Mountain

r Prairie, Fox Lake and Fi 0l

Example of multiphase project providing cell coverage at remote reservation locations
Fort Vermilion is closest location with Telus and Rogers cell towers

b2 RANBOG fAYyS 2F aAidS G2 W2KyYy 5QhNJt N
Use of alternate donor tower site to the north and fibre to area fill tower

Secondary link to Fox Lake community taking signal from first link

Direct line of site to Foggy Mountain logging area
4G LTE signal now available to First Nations community (Summer/Fall 2018)

oo Joo T To o I
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Case Studg 4G LTE on 850 MHz
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Case Studg Single Repeater Link

A Western U.S. Ranch 24 Km from nearest cell
tower

A Remote area no coverage at ground level
throughout valley

A Use of VHF twavay radios

A Need for cell service to facilitate better
communications around the main ranch
locations, cabins and field along valley
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Case Studg Single Repeater Link

Example of Single Repeater Link providing coverage to Ranch and Farm
A 850 MHz Cell Tower is located 28 Km to the southeast of the property
A No cell coverage at ground level due to hills to the east of the valley
A Line of site from the north where the repeater is located

A Verizon Wireless signal available for voice, SMS and data
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Case Study Slngle Repeater L|nk

%epeeter ERE Google Ea rth

Example of RRI000 Repeater used to extend cellular coverage along valley

Donor antenna at 5m above ground captures cell signal from tower 28 Km away
Solar Panel & Battery array providing 24 VDC @ 50W to power repeater

No tower erected on top of hill; horizontal separation between antennas

4SS 2F Tkyé I StAILE OlotS AyadlttSR Ay
Area Fill antenna at 4m height facing south, ranch coverage shaded area in blue

Too T To To I
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Case Studg Single Repeater Link
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Case Studg Hybrid Repeater Link

A Middle East Cement Plant with close proximity to
cell tower

A No coverage along 4 Km road or on other side of
large hill

A GSM 900 signal available at start of road

A Use of Master/Slave Hybrid Fibre Repeater to
extend signal to far side of hill near Crusher and
Quarry Workshop buildings

A Additional Repeater used for signal along road
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Case Studg Hybrid Repeater Link
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Google Earth

Example of GSM 900 BTS at Main Cement Plant location

A Current coverage from 30m tower at a distance of 4 Km shown in green

A Ridge prohibits cell signal from reaching Crusher and Quarry buildings shown in blue
A No coverage along road shown in yellow including Trailers and Explosive Stores area

A Singlemode fibre being run alongside road to extend data network
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Case Studg Hybrid Repeater Link

Google Earth

Example of Master/Slave Fibre Hybrid Repeater used to extend cellular coverage

A Master unit at start of road connected to a single strand of simgtele fibre

A Slave unit at end of road on 12m tower with antennas covering rear areas

A Crusher and Quarry buildings coverage from far left to straight ahead shown in blue
A Back side of service road off to the right and around the corner also shown in blue
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Case Studg Hybrid Repeater Link

Google Earth:

Additional RF Repeater used to extend cellular coverage along road

RPT2 unit installed on top of powerhouse building at start of road

Used 5 dBi low gain yagi antenna for donor signal from BTS

Coverage from 38area fill panel antenna shown in yellow

Cell signal now covers the road up the hill, trailers and explosive store area

Too T To Do
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Case Studg Hybrid Repeater Link
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Case Studg Single Repeater Link

A Western Canada Sand Mining Plant 47 Km
from nearest cell tower

A Remote area no coverage at ground level

A Need for cell service to facilitate better
communications in Office Trallers,
Maintenance Shop and common areas

A Company mandate to improve morale so
workers are able to stay in touch with their
families during off hours.
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Case Studyg Single Repeater Link

Example of Single Repeater Link providing coverage to Office Trailers and Camp
A 850 MHz Cell Tower is located 47 Km to the east of the Mining site

A No cell coverage at ground level due to tree coverage and hills in between

A Line of site on top of silos at 30m above ground level



